Weather Proof Industrial Plugs & Sockets

GRANGE

Switch on Excellence




The creation of every outdoor facility begins with a cluster of
ideas to complement its natural ambiance. However, the beauty
of the outdoors can be extinguished in the blink of an eye if the

switchgear you use does not tick all the correct boxes.

Our product range is subjected to a variety of tests under
extreme weather conditions and has been attested to withstand
violent collisions providing attributes of strength, reliability,

durability and most importantly safety.

The product features dust-proof, damp-proof, high temperature
resistant, anti-aging, good impact resistant and anti corrosion
qualities as well as a double pad locking facility. This ensures
secure automatic locking when the plugs are removed,

preventing dust and water based corrosion.

In addition, our weatherproof switchgear has been awarded
certificates for quality and safety in par with international
standards to ensure your alfresco facility remains beautiful just

how you envisioned it to be.




35 SBU'’s Converge into Four Clusters to
Create one Super Power

Our Mission
Our Vision “To add more to life with electricity”
;%Eﬁa;fe;ﬁ gg?grgﬁgﬁr At OREL CORPORATION, the makers of Orange Electric, we believe that
more can be added to life with electricity. We bring together Sri Lankan
ingenuity and the world's leading technologies to solve your toughest
challenges in the sphere of electricity.
We will one day switch on the world. But today, we are lighting up every
Chai Sri Lankan home. We are not just drelalmipg about it, with every passing
No matter how lucrative it may sound, e Bt mE Rt Hanpe,
About us we shall never engage in businesses
that deal in arms and ammunition,
alcohol and tobacco, livestock, . Core Valueg
; ; Never give up, have lots of energy, be patient, always tell the truth, learn
gambling or any other business that . :
Uhdsmnines BUF saca valias. to let go for the greater good, cultivate the highest moral values, be
kind, be generous, develop equanimity and believe that the ultimate
learning comes from one’s own experiences.

Our Culture
At Orange Electric, we value innovation and technology, but we value making our people better human
beings, even more. Good old fashioned values like being simple, honest and straight forward will take you a
long way at Orange.
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Dimension
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Current (A) Pole Rated operating voltage (V) Model
20 2 250 XIW- XXX
20 3 500 XIW- XXX
Description
35 2 250 XIW- XXX
35 3 500 XIW- XXX
Current (A) 20 a5
Pole (P) 2 B SN
166 168 166 186
Parameter Dimension (mm)
83 &3 83 83
c 86 86 86 86




max. 4 x modules (18mm)

Current (A)
Pole (P)
7 195
Parameter Dimension (mm) © 107
c 108

Switchgear Box

Dimension

XIW-CB4N




Straight Plug
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XWI-SP310 XWI-SP313*
3P 10A 250V 3P 13A 250V
Current (A) 10 13
Pole (P} 3 3
Parameter Dimension (mm) 1: j:

Inline with Australian National Standard AS/NZS 3112:2004 *British Standard BS1363
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Straight Plug

Dimension

XIW-SP320 XIW-SP332 XIW-SP432 XIW-SP532
3P 20A 250V 3P 32A 250V 4P 32A 500V 5P 32A 500V
XIW-SP540
5P 404 500V
Current (A) 20 32 40
Pole (P) S 54 5 5
Parameter Dimension (mm) i e i =
78 78 78 78 78 78

Inline with Australian National Standard AS/NZS 3123:2005

XIW-SP520

&

5P 20A 500V



Angled Plug

Dimension
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XIW-AP320 XIW-AP332 XIW-AP520 XIW-AP432
3P 20A 250V 3P 32A 250V 5P 20A 500V 4P 32A 500V
XIW-AP540
5P 404 500V
Current (A) 20 32 40
Pole (P) EE 54 5 5
168 168 168 168 168 168
Parameter Dimension (mm)
130 130 130 130 130 130
@ 78 78 78 78 78 78

Inline with Australian National Standard AS/NZS 3123:2005




Switch

Dimension
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IP 66 Switch
Current (A) Pole Rated operating voltage (V) Model
16 2 250 XIW-SW216
16 3 500 XIW-SW316
Description 20 2 250 XIW-SW220
20 3 500 XIW-SW320
32 2 250 XIW-Sw232
32 3 500 XIW-SwW332
50 3 500 XIW-SW350
Current (A) 16 20 32 50
Pole (P) 2 3 e 2 3 3
108 108 108 108 108 108 108
Parameter Dimension (mm)
101 101 101 101 101 101 101
@ 101 101 101 101 101 101 101




Socket
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Dimension

c
XIW- SO313* XIW-S0320 XIW-80332 XIW-S0520 XIW-50532
3P 13A 250V 3P 20A 250V 3P 32A 250V 5P 20A 500V 5P 32A 500V

XIW-S0540
&
\
5P 404 500V
Current (A) 13 20 32 40
Pole (P) 3 Z G 35 &
101 101 101 101 101 101
Parameter Dimension (mm)
101 101 101 101 101 101
@ 101 101 101 101 101 101

Inline with Australian National Standard AS/NZS 3123:2005  *British Standard BS1363




Combination Switch Socket

Dimension

clo
&)
d
165
1395
eis)

@ .
@

‘I

7
(e
NS
70

XIW-8S315 XIW-8S313* XIW-SS316**
IR 1 °
1 - - C [ ]
3P 15A 250V 3P 13A 250V 3P 16A 250V
Current (A) 16
Pole (P) B
Parameter Dimension (mm) e
85 8
@ 85 8

Inline with Australian National Standard AS/NZS 3122:2004 AS/NZS 3123:2005 *British Standard BS1363
**Standard South Affrica



Socket

Dimension

XIW-SO313E

2P+ 13A 250V

Current (A) 13
Pole (P) 2P+ @
: : a 118
Parameter Dimension (mm)
b 1015
c 86




XIW-SS313H
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2P+ 13A 250V

Parameter
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Current (A) i3
Pole (P) 2P+ ®
212

Dimension (mm) -
b 1015
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Switched Socket

Dimension
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Junction Box

ORANGE
D3040
IP66/IP55
€
Dimension
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XIW-JBO1 45
Pipe Connection (plug-in) Wire access hole (Metric)
4 ESM25 & g

Applicable wire & 8-17mm

" M25
M25

M25 |
M25

M25

The cable length should be indicated (usually 1m, 2m, 3m, 5m, 10m, 15)




Switch Socket

XIW-SW210G 10A 250V IP56 2Gang Surface Mount Switch

XIW-sW116U 16A 250V IP56 1Gang Surface Mount Switch

XIW-SWw216U 16A 250V IP56 2Gang Surface Mount Switch




Switch Socket

10A/15A 250V IP53 1Gang Surface Mount
Switched Socket Outlet

XIW-PO110

-

10A/15A 250V IP53 2Gang Surface Mount
Switched Socket Outlet

XIW-PO215




Float Switch

Dimension

I 159 4000

21(&A 250

XIW-FLC10 10A 250V Fluid Level Controller

The cable length should be indicated (usually 1m, 2m, 3m, 5m, 10m, 15)
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Description of ingress protection grade

Grade of dustproof, anti-foreign matter (the first number)

Moisture tight and watertight degree (the second number)

Test Protection Test Protection
X Mo specific protection No specific protection X No specific protection | No specific protection
0 Mo specific protection Inherent degree of protection

Protected against solid objects larger

1 than 50mm (eg. Accidental contact
with hand)
7 Protected against solid objects larger

than12mm (eg. Contact with finger)

6 &

E.g.: Ingress protection IPG5, " IP"
number,” 5" is the second number.

is the letter symbol, digit * &"

Protected against solid objects larger
than2 5mm (eg. tools and wires)

Protected against solid objects larger
than 1mm (eqg. fine tools and wires)

Protected against quantities of dust
thatcould interfere with satisfactory
operation

Completely protected against dust

is the first

Inherent degree of protection

Protected against drops of
waterfalling vertically.

Protected against drops of
waterfallingat up to 15° from the
vertical.

Protected against drops of
waterfalling at up to 60° from the
vertical.

Protected against splashing water
from all directions.

Protected against jets of water
from all directions.

Protected against jets of water of
similar forcetohavy seas.

Protected against the effects of
immersion

Protected against the effects of
submersion







Contact us.

Orel Britannia Lid.,
110, Basepoint,
Great Marlings,
Luton,

United Kingdom.

T. +44 146 276 8165
E: ob@orelcorp.com

Orel Middle East FZE.,
Q4-220,

PO. Box 121238

SAIF Zone, Sharjah,
UAE.

T. +97 155 424 2722

E: ome@arelcorp.com

HQ - Orel Corporation (Pvt) Ltd.,

49 Sri Jinaratana Road,
Colombo 02,

Sri Lanka.

T. +94 11 4792 124

E: oc@orelcorp.com

Orel North Asia Ltd.,

Rm 3026, Bldg. 2,

Left & Right Maker Station,
No. 7, Jinshan 2nd road,
Jinji road, Qianshan, Zhuhai,
Guangdong, China.

T: +86 756 865 9030

E: ona@orelcorp.com

Orel South Asia (Pvt) Ltd.,

A 74, FIEE,

OKHLA Industrial Area - Phase Il
New Delhi — 110020,

India.

E: osa@orelcorp.com

Orel Asia Pacific Pty. Ltd.,
3, Reggio Road,

Kewdale WA 6105,

Pearth,

Australia.

T: +61 89 375 6522

E: cap@orelcorp.com

Orel Far East Pte. Ltd.,

72. Eunos Avenue 7,

Singapore Handicrafts Building,
Singapore - 409570.

T: +65 6365 4620

E: ofe@orelcorp.com
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